


Specifications:

Imput voltage:
Frequency:

Fuse or breaker:

Max. welding current:
Open circuit voltage:
Welding cable:

Input cable:

208-240V single phase
50/60 HZ

20 Amps

3500 Amps

10V

2 meters (6.5 feet) 2/0
8 meters (25 feet)

CompuSpot 150 comes complete with the following parts:

Quantity:  Description: Parts number:

0 WelderB. ... ......B=8 (L, Sl 28.CPS151

1 Half moon tip (stitch and wiggle wire) .. 04.PS.15.15
I8 Sinolesspot tip ST L Ll 04.PS.15.18
17 Moldingielip tiplees~. . . on: i on i oan 04.PS.15.20
12 WasSher-tip: .. ... ... soes sl et it ez 04.PS.15.05
1  Longstud tip (nails) ................ 04.PS.15.25
15, IShrinkKingitiph ... o el S 04.PS.15.10
1 Adaptor holder for carbonrod ........ 04.PS.00.25
1 Star washers A0/pk) ... ........... 13.155.00.36
1 Welding studs (100/pk) ... ........... 16.178.00.67
1  Molding rivets (100/pk) ............. 13.178.00.71
1 Welding washers (100/pk) ........... 16.178.00.72
1 EEi@arbon electrod ... .in oh . sl visan e 02.205.01.60
1  Hand puller for molding rivet ......... 16.178.00.45
1  Hook mandrel for washer pulling ...... 13.PS.10.31
1  Stud mandrel for nails pulling ........ 13.PS5.10.27
1  Energic slide hammer with adaptor . . . .. 13.PS.10.29
1 Wiggle wire (1/21b/pk) ............. 13.155.10.78

HAND LIFTER (optional)

5 FINGER BEAR CLAW (optional)

LF

8 FINGER BEAR

CLAW (optional)

OPTIONAL:

13.155.10.76
13.155.10.45
13.155.10.50
13.155.10.55
13.155.30.07
14.CS8.00.20

PATH WELDING

CART (optional)

Wiggle wire (1 1b/pk)

5 finger Bear claw for hammer
8 finger Bear claw for jack
Handle for bear claw

Hand lifter

Cart

W A

WIGGLE WIRE

WASHER WELDING



