


We'come to the world of the microprocessor control technology.

This compact welder has been created to make welding fast, easy, and
spatter free. Specifically designed for MIG welding carbon steel and low-
alloy steel with either CO, or Argon/CO, mixture shielding gas using solid or
flux cored (tubular) electrode wires. This machine is also suitable for MIG
welding stainless steel and aluminum. Flux core wires can also be used for
“no gas” applications by adapting the polarity of the torch to the wire manu-
facturer’'s recommendations. The patented “SYNERGIC” control feature
allows the operator to work out of position without returning to the panel to
make adjustments.

- Synchronized microprocessor control of power and wire speed in one knob on the torch.
- Electronic fine tuning of wire speed plus full manual mode selections on panel.

- Compact, easy to use, and light weight (81 Ib).

- Ideal for home workshops, autobody repair and light maintenance.

- [Easy to change polarity for flux core wire.

- Designed for carbon steel, aluminum, and stainless steel.

- 208-230 Volt input and microprocessor regulated output voltage.

- Designed for .023” - .035” solid MIG wire and .035” flux-cored wire (.035 drive wheel optional).
- Welding capacity from thin 24 gauge up to 5/16” mild steel.

- Suitable for welding .023” - .035” stainless steel and .035” aluminum.

- No special wiring adjustments of input power required.

- Reversible, dual groove drive roll.

- Rugged and reliable design for dependable service and long life.

- Accommodates both 8” and 4” diameter wire spools.

- Fan cooled transformer protected from excessive heat by thermostat.

- Optional cart available.

Specifications

Input power : 200-240 Volts (AUTO) 50/60 Hz (AUTO)

Rated : 130 A, 21VDC@ 30%

Max. output : 175 Amps

Max. output voltage (o.c.) : 24V (Syn.)

Current range (amps) : 20-175

Power cord : 10° AM H
Welding cable : g JRRILER S
Ground cable and clamp : 10’ Canadatid

The UltraMig model 175 comes with 391, rue Saint-Jean-Baptiste Est

Quantity Description Rimouski (Québec) Canada
1 Gas regulator : G5L 172
1 Ground cable and clamp gz; Eﬂgg Z%‘z‘gigg
; Welding,gun _ SITE INTERNET : WWW.AMH.CA
1 2 Ib spool of .023 steel wire E-mail : amhcanada@ambh.ca
1 Kit of nozzle and tips
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