


Ulthalllia 225

FEATURES & BENEFITS

User Friendly Control Panel

Select wire type and size, gas type, and welding mode (continuous,
spot or stitch) with the keypad. Confirm selections with digital
readout. Display shows volts and amps delivered.

Automatic Control of Incoming Voltage

A microprocessor continually reads and regulates primary voltage to
eliminate drops or surges at the torch.

Synergic Control on the Torch Handle

The operator makes perfectly synchronized adjustments of
speed and heat while welding without returning to the panel
when out of position.

Automatic Thermal Protection

A thermal safety device monitors internal temperature, preventing the machine from overheating when the

duty cycle is exceeded

Spool Gun Connection

The synergic spool gun receptacle is a standard feature. No program down loading or add-on PC board.

required.

Universal Drive Roll System

Patented beveled roller system adjusts automatically to different
wire sizes (0.023” /0.6mm to 0.045” /1.2mm). There is no need to
remove or reverse wheels or adjust the tension when changes
are made. Wire jams are practically eliminated.

Dual Drive Gears

Provide advanced wire feeding capability. The wire drive system
is self-compensating to always deliver a constant wire feed to

the weld.
The Torch

The Znaittig 225 is equipped with a 10" medium-duty welding
torch and the necessary accessories for mild steel .023”
(0.6mm) to .035” (0.9mm) wire. An optional heavy duty torch
accommodates wire size .045” (1.2mm). Tension on the control
knob may be adjusted to prevent accidental movement.

OPTIONS:

03.800.00.15: 15" welding torch complete with the built-in
potentiometer for synergic control.

03.700.00.44: 20" Spool gun for aluminum complete with
built-in potentiometer for synergic control plus accessories.

16.178.00.40: Gas regulator for ARGON/CO2-

06.206.00.22: Teflon liner.
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