


UltraMig advantage

* POWER
The UltraMig 260 is a 100% microprocessor controlled welder. The microprocessor controls and synchronizes the

arc setting to achieve top quality welds using steel, stainless steel, aluminum and copper alloy wires with a mini-
mum of sparks.

* ACCURACY
No more guess work. The voltage, current and wire feed parameters are easily tuned by the single control knob

mounted on the gun handle. Simply turn the knob to desired setting. The microprocessor always maintains a smooth
and stable arc in total harmony. The results are perfect welds at any setting from short to spray arc.
Ultra reliable feeding system: UltraMig 260 has the most advance wire drive system. Both rolls are gear driven, the

patented design prevents wire slipping or pigtailling (patented).

* VERSATILITY
Switch from steel to aluminum, stainless wire without changing wire drive rolls.
No adjustment needed regardless of wire size (patented).

* SYNERGIC SPOOL GUN
Designed to effectively weld soft material wire such as aluminum. A control knob on the spool gun handle permits

welding at distances “up to 75 feet”. Light weight, compact and ergonomocally designed to optimize operator con-
trol.

TECHNICAL SPECIFICATIONS

210 A @ 60%
Euro-connect
10 or 15 foot.

Welding torch:

Shipping welder box: 20 x 32 x 40

Alloys recommended:

Steel: Class E70S-6
Class E70S-3

Stainless steel Alloy 308

Aluminium Alloy 5356
(.035™" wire only)

TECHNICAL DIMENSIONS WIRE GAS
INFORMATIONS RECOMMENDATIONS RECOMMENDATIONS
Main voltage: 1807250 V Assembled: 34 length Wire size: .6 mm (.0247) Steel: 25% CO2+
Main current: 30 Amps 14 width .8 mm (.030") 75% ARGON
Output range: 30-300 Amps 28.50 height .9 mm (.035")
Rated: 260 A @ 40% Weight welder: 155 Ibs 1.2 mm (.045") Stainless steel: 25% CO2+

75% ARGON
Aluminium: 100% ARGON

100% ARGON

Brass:

Patented synergic system

Patented drive system

Spool gun optional

Over 30 years of experience in manufacturing welding equipments




